Ajax Superior

Ajax Superior

MotionProtect Plus G3 Jeweller .
Wireless PIR motion detector with an additional K-band —
microwave sensor and anti-masking system -

Ajax Superior products are available exclusively to accredited
Ajax Systems partners for sales, installation, and maintenance,
creating a protected, high-value revenue channel.
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12 m - Motion detection

- Dual motion detection with PIR and K-band
microwave sensors

8m + Up to 15 m (49 ft) of motion detection distance

» Minimized blind zone: 30 cm (0.98 ft)

 Proprietary optical system with PIR sensor and multifaceted
4m mirror to focus IR radiation

» Detection of any fast or slow movement, including crawling

00° - 15 m
4 m 71 f
o ((@)) False alarm prevention
 Dual detection with a K-band microwave sensor filtering
out IR interference
12 m
« SmartDetect software algorithm to filter out headlights,
15 m lighting devices, and heat flows

« Three motion detection sensitivity levels for any site

Ajax Superior MotionProtect Plus G3 Jeweller does not
support the pet immunity feature.

@ Superior Jeweller and Wings
communication technologies

» Up to 3,000 m (9,800 ft) of radio communication
In open space?

» Enhanced encryption throughout data transmission
 Regular polling to display the current device state

* Over-the-air firmware updates

and conditions

 Three sensitivity levels for masking detection

@ Advanced system supervision

» Regular self-check of PIR, microwave, and anti-
masking sensors

» Early low-battery notifications

» |nstant malfunction notifications



