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Features:
· One USB cable connection, drive free
· One-button press for instant sharing

HiBoard-SMAH
Screen Sharing Cable 

Technical Specifications

Physical Specifications

Input Resolution 1920x1200

Output Resolution 1920x1080

Number of input sources 
(simultaneously) 8

Transmission distance 15m (49.2ft)

Transmission band 5GHz (recommended) / 2.4GHz

Interface 2 x USB2.0

Dimensions 156 × 61 × 17mm（6.14"x 2.40"x 0.67"）

Net weight 63.3g (0.14lb)

Power

Power supply 5V DC

Power consumption 2.5W

System Configuration

Transmission delay <120ms

System Windows7/8/10, Mac OS X 10.6/10.7 and above

Frame rate
Windows: 1920x1080 25fps/1366x768 25fps

IOS: 1920x1080 30fps/1366x768 30fps

Wireless Transport protocol IEEE 802.11 a/g/n

Certification Protocol WPA2-PSK

Wireless stream 54Mbps

Ordering Information

Type Part Number Description

Screen Sharing Cable HiBoard-SMAH Screen Sharing Cable 
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Environment

Working temperature 5°C ~ 40°C (41°F~104°F) 

Working humidity 0%~80% RH

Model

Model HiBoard-SMAH


