
VIDEO SECURITY

ACCESSORIES - POWER SUPPLIES

SNCA-HPOE1 *

Features and Benefits

The SNCA-HPOE1 is a single port, high-power solution for remote powering 
of current and emerging high power applications. Generating  
up to 30W, the SNCA-HPOE1 enables remote power for a new range 
of applications including 802.11 Access Points, pan-tilt-zoom (PTZ) 
cameras and video-phones. It complies to IEEE 802.3at PoE standard 
and is backward compatible to IEEE802.3af. It can power both existing 
10/100Base-T network devices and emerging wireless 1000Base-T devices 
such as Wi-MAX and wireless IEEE 802.11n access points.

Specifications

     Up to 30W of Power on 2-pairs

     IEEE 802.3at Compliant with 2-event classi�cation

     IEEE 802.3af backward compatible

     Compatible With All IEEE 802.3af or Legacy  
Cisco-Powered Devices

     Safe: Low Power Devices Receive Only the Power  
They Need

     Safe and Reliable Power to WLAN Access Points

     Automatic Detection and Protection of Non–standard 
Ethernet Terminals

     Supports 10/100/1000Base-T applications

     Compact Design Fits Easily in WLAN Access Point 
Installations     
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cdV55egatloV rewoP tuptuO

sttaW03rewoP troP resU

caV 042 ot 001 :egatloV tupnI CAstnemeriuqeR rewoP tupnI

caV 042-001 @ A8.0tnerruC tupnI CA

zH 06 ot 05ycneuqerF CA

ni 35.6 x .ni 0.2 x .ni 64.3 ,mm 661 x mm 3.15 x mm 9.78snoisnemiD

)g053( sbl 177.thgieW
Indicators
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Environmental Conditions

Operating Ambient Temperature 14º to 113ºF -(-10 to 45ºC)
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Reliability
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